SITE: Example
DRAWING NO. : mNB_uﬂUm 009 IMPORTANT NOTE EQUIPMENT LIST:-

- e ——— | DESCRIPTION: |MOT Class 4 Side by Side R N e A e D D | B441-465 Boston Class 4 MOT Lift

BJB20D Boston 2.0 T Jacking Beam

WILL REQUIRE NEW DRAWINGS TO SCALE FOR VOSA APPROVAL.
IT CONTRAVENES BOSTON COPYRIGHT TO USE THIS DRAWING | B501 Boston Headlamp Tester - ATL
EXCEPT FOR THE PURPOSE OF LAYOUT AND APPROVAL OF | D402 Boston Brake Tester

BOSTON EQUIPMENT

@
>
A
>
@
m
m
9
c
T
<
m
Z
—

MOT
4500 | Viewing

1500

Minimum internal distance
brake tester must be
inside building
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NOTES:- (Class 4) brake test lane for this sample

Roof height must be 2.4m or higher, except over lift where it must be 3.8m or higher
above fully lowered platforms. Headroom is measured 500mm further than the outer mm ra E
edges of the platforms,500mm forward of the non drive on end and 1000mm to the rear e Sy W

of the drive on end.
. . . . Boston Garage Equipment, 199 New Road, Rainham, Essex, RM13 8SJ, United Kingdom
Vehicle entrance / exit must be 2.4m high and 2.4m wide T: +44 (0)1708 525 585 F: +44 (0)1708 525 408 info@boston-ge.com wwiw.boston-ge.com
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