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Class 4 Brake Tester Pit
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Dimensions:

2370 x 690 x 310 deep
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Marked Out Floor
Area: 4845 x 2400
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SITE: Sample
DRAWING NO. - 1008 p IMPORTANT NOTE EQUIPMENT LIST:-
- DIMENSIONS GIVEN APPLY ONLY TO EQUIPMENT MODELS LISTED -
DESCRIPTION: |MOT Class 4 ATL - Pit - DO/BO O e eSS0 [BJB20  Boston 2.0 T Jacking Beam
WILL REQUIRE NEW DRAWINGS TO SCALE FOR VOSA APPROVAL. | D402 Boston Class 4 Roller Brake Tester - ATL
IT CONTRAVENES BOSTON COPYRIGHT TO USE THIS DRAWING | B501 Boston Headlamp Tester - ATL
EXCEPT FOR THE PURPOSE OF LAYOUT AND APPROVAL OF |PD301  Boston Play Detector
BOSTON EQUIPMENT EM3 Boston Basic Combined Emission Package
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Marked Out Floor
Area: 9100 x 3600
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NOTES:- (Class 4)

Roof height must be 2.4m or higher.

Vehicle entrance / exit must be 2.4m high and 2.4m wide
Minimum pit length 3.9m not including steps.

Pit depth between 1.5m and 1.8m, staging can be used
to meet this requirement.

Minimum internal
dimension for building
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