SITE: Sample
DRAWING NO.: {010 ; DIMENSIONS GIVEN >hﬁu%ﬁﬂﬁ%ﬂ%ﬂﬁmﬁ MODELS LISTED EQUIPMENT LIST-
—————— —— DESCRIPTION: |MOT Class 7 minimum building dimensions | o 145 pRAWING. OTHER BRANDS CAN VARY CONSIDERABLY AND | B901 Boston Headlamp Tester - ATL
WILL REQUIRE NEW DRAWINGS TO SCALE FOR VOSA APPROVAL. | D702 Boston Class 7 Roller Brake Tester - ATL
IT CONTRAVENES BOSTON COPYRIGHT TO USE THIS DRAWING | EM3 Boston Basic Combined Emission Package
EXCEPT FOR THE PURPOSE OF LAYOUT AND APPROVAL OF
BOSTON EQUIPMENT PD303  Boston Play Detector X 2
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Minimum internal
building length

Marked Out Floor

10940

B461-610 Boston Class 7 MOT Lift
BJB26D Boston 2.6T Jacking Beam

Area: 4200 x 16095

1500 |

7045

7000

Class 7 Brake Tester n:\\
Dimensions:
3170 x 690 x 310 deep

If using 461-575 or 441-560

this dimension needs to be
increased to mantain the
7000mm standing area on ramp

NOTES:- (Class 7)

Roof height must be 3.2m or higher, except over lift where it must be

4.8m or higher above fully lowered platforms. Headroom is measured 500mm
further than outer edges of the platforms, 500mm forward of the non drive

on end and 1000mm to the rear of the drive on end.

Vehicle entrance / exit must be 3.2m high and 3.0m wide.

If the brake standing area passes through the entrance it must be

at least 3.5m wide.
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1500

Minimum internal
building width

600

4680

Combined Emissions
& ATL Brake tester

Recessed Class 7 Lift Pit
Dimensions: 3730 x 6650 x 215 deep
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Boston Garage Equipment, 199 New Road, Rainham, Essex, RM13 8SJ, United Kingdom
T: +44 (0)1708 525 585 F: +44 (0)1708 525 408 info@boston-ge.com www.boston-ge.com




