Double Scissor Lifts

Product Code: BZ8132-DS / BZ8135-DS

Our popular double scissor-action service lift

is available with a 3.2T or 3.5T lifting capacity
making it ideal for small commercial vehicles and
4 x 4’s where all-round access is required.

This high quality service lift is operated from a
hydraulic control pedestal which can be located
anywhere within 3 metres of the platforms. The
lift can be surface or recessed mounted providing
a complete obstruction-free working area making
it popular with main agents, limited space
workshops, tyre service bays and colleges.

This is an all-day workhorse; an impressive and
extremely versatile workshop essential.

Product Features

v/ Platforms made from anti-slip chequer plate v Emergency lowering function with overload
v/ Dual hydraulic system - synchronisation and protection
safety v/ Safety pressure relief valve with burst pipe
v/ Maintenance-free hydraulic cylinders protection
v/ Drive-up plates can be locked to extend v/ Recessed installation possible without
platform length additional accessories
v/ Audible final descent for added foot protection v/ Protection class IP54, CE-approved, GS-
v/ All fulcrum points equipped with lubrication approved, DIN EN 1493
bolts v 2 year warranty
v/ Drive-on / off from both ends v/ UK delivery included

v/ 4 x Hard wearing 20mm raiser blocks



Double Scissor Lifts

Technical Specifications

BZ8132-DS BZ8135-DS
Capacity 3200 kg 3500 kg
Lifting time (loaded) 45 sec 45 sec
Motor 2.2 kW 2.2 kW
Power Supply 400V / 50Hz 400V / 50Hz
Fuse Protection 16 A 16 A
Measurements (millimetres)
BZ8132-DS BZ8135-DS
Lifting height 2000 2000
Platform length 1460 - 2110 1460 - 2110
Platform width 565 565
Drive on / over height 100 100




Double Scissor Lifts

Schematics BZ8132-DS / BZ8135-DS
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Boston makes every effort to ensure the accuracy of our product drawings and measurements. However, we reserve the right to correct any errors, inaccuracies
or omissions and to change or update information at any time without prior notice.



